
Scheuten laminated security glass

Multisafe®

          

      

Single glazing          

Test reports compiled in accordance with EN 1063     

Class Type Thickness Weight Test report Other 

EN 1063  (mm) (kg/m2)  

BR1-S Multisafe BR1-S.13.30 13 30 DSC-B 02 021 

BR1-NS Multisafe BR1-NS.19.46 19 46 DSC-B 02 023 

  Multisafe BR1-NS.18.42 18 42 DSC-B 02 022

BR2-S Multisafe BR2-S.21.51 21 51 DSC-B 02 024 

  Multisafe BR2-S.22.52 22 52 DSC-B 02 047 P6B

  Multisafe P7B.24.54.B 24 54 DSC-B 02 048 P7B

BR2-NS Multisafe BR2-NS.34.82 34 82 DSC-B 02 025 SG1-S + BR4-S + P6B

  Multisafe BR2-NS.33.78C 33 78 DSC-B 02 098 P7B

BR3-S Multisafe BR3-S.26.62 26 62 DSC-B 02 026 

  Multisafe BR3-S.26.59 26 59 DSC-B 02 099 

  Multisafe P8B.32.74 32 74 DSC-B 02 065

BR3-NS Multisafe BR3-NS.34.82 34 82 DSC-B 02 027 

BR4-S Multisafe BR4-S.36.87 36 87 DSC-B 02 028 SG1-S

  Multisafe BR4-S.31.73 31 73 DSC-B 02 049 

  Multisafe BR4-S.34.82 34 82 DSC-B 02 050 SG1-S + BR2-NS + P6B

BR4-NS Multisafe BR4-NS.47.112 47 112 DSC-B 02 029 SG1-NS + SG2-S + P7B

BR5-S Multisafe BR5-S.35.83 35 83 DSC-B 02 030 

BR5-NS Multisafe BR5-NS.57.138 57 138 DSC-B 02 031 

BR6-S Multisafe BR6-S.47.113 47 113 DSC-B 02 032 

  Multisafe BR6-S.45.108 45 108 DSC-B 02 051 

BR6-NS Multisafe BR6-NS.77.184 77 184 DSC-B 02 033 

BR7-S Multisafe BR7-S.77.184 77 184 DSC-B 02 052 

SG1-S Multisafe SG1-S.31.73 31 73 DSC-B 02 036 

  Multisafe SG1-S.36.87 36 87 DSC-B 02 037 BR4-S

  Multisafe SG1-S.34.82 34 82 DSC-B 02 054 BR2-NS + BR4-S + P6B

SG1-NS Multisafe SG1-NS.67.159 67 159 DSC-B 02 038 

  Multisafe SG1-NS.47.112 47 112 DSC-B 02 053 BR4-NS + SG2-S + P7B

SG2-S Multisafe SG2-S.36.82  36 82 DSC-B 02 100 

  Multisafe SG2-S.47.110 47 110 DSC-B 02 034 P8B

  Multisafe SG2-S.47.112 47 112 DSC-B 02 035 BR4-NS + SG1-NS + P7B

S      Splinters released on secure side

NS   No splinters released on secure side

Please refer to our website www.scheuten.com for the most recent information

Ballistic test
Bulletproof glass undergoes 

a ballistic test using various 

weapons and various types 

of ammunition.  

This ballistic test is based on 

NEN-EN 1063.
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